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TRIM TABS

Standard Supply

—) 1. Actuator

-) 2. Connection bracket to the transom
==Y 3. Electrical cable (2m - 6.6")
—) 4. Connection bracket to the tab

==Y 5.Tab & hinge

-) 6. Joystick - Control system

Optional Supply
—) Extension wiring harnesses
-) 2nd station joystick control unit

-) Zinc alloy anode kit

Dedicated Team Technical Experts

Experienced staff with extensive Experienced staff with extensive
in house product knowledge. in house product knowledge.
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Complete range of engines, 3—_@ Complete range of engines,

drives, accessories and systems drives, accessories and systems

MTT System

BOAT BOATLENGTH TAB SIZE TABE SIZE TRANSOM

LENGTH {m) Lx1{") Lx1(cm) MINIMUM HEIGHT
14'-18' 4.5-5.5 9x9 22.8x22.8 27.04.cm (10.65")
16'- 25' 5.0-8.0 12x 9 30.5x22.8 27.04CM (10.65")
18'- 30" 5.5-9.0 12x12 30.5x30.5 27.04 CM (10.65")
26'- 36" 8.0-11.0 12x18 30.5x45.7 27.04 CM (10.65")

MTC System

BOAT BOAT LENGTH TAB SIZE TAB SIZE TRANSOM MINIMUM HEIGHT
LENGTH {m) LxI{") LxI{cm) TILTED INSTALLATION VERTICAL INSTALLATION
14'-18' 45-5.5 9x9 22.8x22.8 27.04cm (10.65") 30.5cm {12")
16'-25' 5.0-8.0 12x 9 30.5x22.8 27.04 CM (10.65") 30.5cm {12

{ {12")
18'- 30' 55-9.0 12x12 30.5x30.5 27.04 CM (10.65") 30.5 cm (12")
{ {12")

26'- 36' 8.0-11.0 12x18 30.5x45.7 27.04 CM (10.65") 30.5 cm (12"




UFLEX

Featuring electropolished stainless steel planes
and low consumption, high speed, composite
actuators, these tabs are built to last in the most
demanding sea conditions.

Uflex trim tabs have been specifically designed
for easy installation using a quick connect
bracket-actuator, requiring only one small hole
per tab through the transom. The patented
transom mounting bracket encapsulates the
wiring to ensure protection against any wiring
damage.

=) Tab Bracket with ball joint

-) Patented joystick control

—) Auto line-up realignment function
-) Stainless steel rods and tabs
-) Sealed resin tab actuators

=) Fully maintenance free

Overview

The use of trim tabs allows a
boat to maintain an adequate
trim according to the different
navigation conditions, optimizing
the performance.

If necessary, the tab drive rectifies
and rebalances the boat trim,
ensuring a higher engine efficiency
and speed, a considerable fuel
saving and nawﬂatlon safety.
The tabs fixed to the lower edge
of the transom act as a movable
extension of the boat hull,
increasing the stability in several
conditions.

Their working principle is the
following: the water, flowing on the
tab surface, causes the stern lifting
as the tab is lowered. reaching a
trim that can ensure an optimal
performance for each situation.

Suitable for applications up to 36’.
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